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Overview

ÅOverview of OCO-2 and OCO-3 

ÅWhat is the XCO2measurement and how is it measured?

ÅWhat are the characteristics of the measurement?

ÅWhat are the limitations of the measurement?

ÅHow do you interpret the measurement?  

ÅHow has the data been validated?



The OCO-2 and OCO-3 Satellite Missions
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Animation by Jeff Hall/JPL

OCO -2: Measurements Since September 2014



What are the different observation modes for OCO -2?

OCO -2 collects science observations in 3 different modes: Nadir, Glint, and Target 

GlintMode,thespacecraftpointsthe
instrumenttowardthebright"glint"
spot,wheresolarradiationisreflected
fromthesurface.Athighlatitudes
overtheocean,observationsofthe
brightglintspotprovideupto100
timesas much signalas
measurementscollectedwhile
lookingstraightdownwardatthe
oceansurface.Thus,theuseofglint

measurementssignificantlyimproves
thesignal-to-noiseratiooverthedark
ocean.

TargetMode,theObservatorylocks
itsviewontoa specificsurface
locationandretainsthatviewwhile
flyingoverhead. Comparisonof
space-basedandground-based
measuresprovidesa meansto
identifyandcorrectsystematicand
randomerrorsintheOCO-2XCO2
dataproducts.

Nadir Mode, or looking straight down,
provides the highest spatial resolution
on the surface and is expected to
return more useable soundings in
regions that are partially cloudy or
have significant surface topography .
Nadir observations may not provide
adequate signal -to -noise over dark
ocean surfaces .

Videos by John Howard/JPL
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Example: OCO -2 Nadir Tracks and Target Observations

Schwander et al., 2017, Science
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Slide on OCO-3

!ƴƛƳŀǘƛƻƴ ōȅ WŜŦŦ IŀƭƭκWt[

Orbiting Carbon Observatory ð3 (OCO -3)
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OCO -3: Measurements Since August 2019

OCO -3 coverage is denser than OCO -2 but geographically more limited . In the regions where both
datasets overlap, there will be science and applications that can be explored .
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OCO -3 collects science observations in Nadir, Glint, Target , and Snapshot Area Map (SAM) modes.

Approximate size of 

OCO-2 target 

observation over LA

OCO-3 XCO2

TROPOMI NO2

What are the different observation modes for OCO -3?
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OCO -2 vs. OCO -3 Instrument Overview

OCO -2 OCO -3

launch 02 July 2014 04 May 2019

orbit
sun-synchronous, 

A-Train

precessing, ISS, 51.6º 

inclination

coverage
pole -to -pole, 

1330h ect
52ºS ð52ºN, variable

footprint size @nadir 3 km 2 3.5 km 2

spectrometer

3 bands: 0.765 µm, 1.61 µm, 2.09 µm, 20,000 

resolving power

(OCO -3 was built as the OCO -2 spare)

observed species
CO 2 dry -air column (XCO 2)

solar-induced fluorescence (SIF)

observation modes nadir, glint, target nadir, glint, target, SAM

off-nadir viewing move spacecraft

pointing mirror assembly

two mirrors: azimuth and 

elevation, moving 

independently

repeatability of 

observations

same local time 

every orbit; spatial 

repeat after 233 

orbits (16 days)

none! local time a little 

earlier each day; day -by -

day change in latitude 

coverage

4 May 2019: OCO-3 SpaceX 17 
Launch Falcon 9/Dragon Capsule

of Dragon Capsule from the Falcon 9 
Stage 2 After Separation

OCO -3 on the Japanese External 
Module

OCO-
3

Ocean

Glint

Land

Target, SAM

Land

Nadir



What is the XCO 2 measurement and how is it 

measured?



13NASAõs Applied Remote Sensing Training Program

Remote Sensing: òThe acquisition of information 

about an object or phenomenon without making 

physical contact with it.ó (Wikipedia)

In 1903, 

pigeons were 

sent out with 

cameras to 

take aerial 

photographs 

over Europe.

Image Credit: 

NASA
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Radiance Spectra from the

OCO-2 Spectrometers

O2 A band,  

0.765 µm

Weak CO 2 band,

1.61 µm

Strong CO 2

band , 2.06 µm

Gas molecules in the Earthõs atmosphere absorb the sunlight at specific 
wavelengths. When light passes through the Earth's atmosphere, the gases that are 

present leave a distinguishing òfingerprintó that can be captured. 

óFirst lightó spectra from the 

(a) O 2 A-band (ABO2), (b) 

1.61 µm CO 2 weak band 

(WCO2) and (c) 2.06 µm 

CO 2 strong band (SCO2). 

Each 1016 -element 

spectrum has a resolving 

power, Ȋ/æȊḙ19,000, to 

resolve the individual O 2

and CO 2 absorption lines 

from the adjacent 

continuum.
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What is the XCO2measurement and how is it measured?

XCO 2 is the column average volume mixing ratio . This is a
measure of the amount of carbon dioxide in the
atmosphere .

Gas molecules in the Earthõsatmosphere absorb the sunlight
at specific wavelengths . When light passes through the
Earth's atmosphere, the gases that are present leave a
distinguishing òfingerprintóthat can be captured .

The OCO -2 and OCO -3 spectrometers, working like
cameras, detect these molecular òfingerprintsó. Then the
absorption levels shown in these spectra, like a captured
image, tells us how many molecules were in the region
where the instrument measured .
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What is the XCO 2 measurement and how is it measured?



What are the characteristics of the 

measurement?
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The OCO -2 instrument acquires a large

number of densely -spaced samples, or

òfootprintsó.

There are 8 footprints across the swath .

Each footprint covers an area of about 3

km2 when the instrument is looking

straight down (nadir) along the

spacecraft's ground track .

What are the characteristics of the measurement?
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TheOCO-2swathchangesinwidththroughouttheorbitasthespacecraftrotatesalongtheorbitpath.TheOCO-3
swathwidthismoreuniform.TheseexamplesshowA-bandradiancesforOCO-2andOCO-3simultaneousnadir
overpasses(within7seconds).Figures:ThomasKurosu

What are the characteristics of the measurement?
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What are the characteristics of the measurement?

Show maps of OCO-2 and OCO-3 from NASA Worldview, showing sparsity of the coverage of the measurements for a given day

Could show something zoomed in from Heather Cronk/AronneMerrelliôstools? Image: NASA Worldview

OCO -2 orbits the Earth 14.5 times a day, gathering data over sunlit, cloud -free regions .

Thisimage shows the locations of successful XCO 2 measurements for a single day (24th May 2021).
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Show maps of OCO-2 and OCO-3 from NASA Worldview, showing sparsity of the coverage of the measurements for a given day

Could show something zoomed in from Heather Cronk/AronneMerrelliôstools?

OCO -3 also samples cloud -free, sunlit regions, with orbital sampling that follows the track of the ISS.
Thisimage shows the locations of successful XCO 2 measurements for a single day (24th May 2021).

Image: NASA Worldview

What are the characteristics of the measurement?
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What are the limitations of the measurement?

The presence of clouds and 
optically -thick aerosols can 
present challenges in measuring 
XCO 2 in the complete 
atmospheric column. 

Uneven terrain such as 
mountains can also impact the 
quality of the XCO 2 estimate.

High solar zenith angles also 
make it more challenging to 
obtain a good quality XCO 2

measurement.

MapsofXCO2alongOCO-2orbittracksfor(a)September2015,(b)December2015,(c)March2016,and(d)June
2016,illustratingtheXCO2 variationsandlatitudecoverageasa functionofseason.Thefootprintsizeis
exaggeratedforvisibility.Thecolorbarsallextendfrom390to410ppm.Persistentcloudsandtheavailabilityof
sunlightlimitsthelatitudecoverageinthewinterhemisphere.
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The XCO 2 in the OCO -2/OCO -3 data
product is the column average volume
mixing ratio . Thisis a measure of the amount
of carbon dioxide in the atmospheric
column as a whole .

This is not directly comparable to a
measurement at a single point, such as an in
situ measurement at a surface site, or at a
single point in the atmosphere .

Image: https:// gml.noaa.gov / ccgg / aircore /

This figure shows an example of a CO2profile measured by 
three different in situ measurement techniques from 
airborne/balloon platforms. The OCO-2 and OCO-3 satellite 
products provide an estimate of the total column average.

How do you interpret the measurement?
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Spectrally resolved radiances in the near -
infrared (NIR) CO 2 bands, such as those
from the OCO missions, are sensitive to CO 2

throughout the atmospheric column and
can be used in the estimation of surface
sources and sinks.

Spectrally resolved radiances in the
thermal infrared CO 2 bands are primarily
sensitive to CO 2 in the mid - and upper -
troposphere .

The figure shows example column
averaging kernels for AIRS and OCO -2,
which provide an estimate of the sensitivity
of the remotely -sensed measurement to
the true atmospheric profile . Column
averaging kernels are provided as part of
the data product .

Figure: Bolan et al. (2009)

How do you interpret the measurement?
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The vertical sensitivity of the remotely -sensed XCO 2 measurement is scene -
dependent . Examples below show averaging kernels for simulations over
different surfaces, solar zenith angles, and aerosol conditions .

Figures: Boeschet al., 2011

How do you interpret the measurement?
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How has the data been validated?

https:// gml.noaa.gov / ccgg /
aircore /

https://gml.noaa.gov/ccgg/
aircraft/

Image Credit: TCCON

Image Credit: TCCON

EM27/SUN

ÅPortable

ÅNetworks


